
•	Engineered for Widescreen (2.35:1) anamorphic lens projectors or projectors 
with lens memory 

•	Maintains constant image height 
•	 Includes 3 button switch and IR interface (01-IR6) 
•	Built-in intelligent motor control system 
•	Precision mask to screen surface tolerances 
•	Product shipped fully assembled 
•	Custom sizes and formats are available upon request
•	5 year warranty

VISION-XFT™ For the discerning home theater owner that demands a sophisticated video projection 
masking screen system to accommodate a variety of viewing options in a single screen. VISION-XFT™ 
offers viewers a vertical masking screen for anamorphic lens projectors maintaining a full screen image 
and constant height in 2.35:1 format with multiple-aspect options.

Fixed Triplex Mutli-Aspect Vertical Wall Screen Masking System
VISION-XFT™

CinemaScope™ Widescreen 2.35:1

HDTV 16:9

Video 4:3

Video (4:3) : 75”-110” 
HDTV (16:9) : 92”-134.50” 
CinemaScope™ Widescreen (2.35:1) : 115”-168.50” 
2.40:1 (Available upon request)  

BriteWhite Opaque™ 
PearlBrite™ 

GreyDove™ 
SoundScreen™ 

GreyDove SoundScreen™

featuring

Learn more at www.visionxscreen.com

SCREEN SURFACES
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FIXED SCREENS /w masking


